COUNTERTOP DISPENSER STAND

Countertop Silver
Dispenser Stand

PRODUCT DESCRIPTION
Stylish dispenser stands to promote hand sanitising.

Suction cups for stability when attaching to a counter
or desk top and a manual plain white dispenser are included.

SECTORS

. Office & Facility
. Healthcare

. Public Facilities
. Industrial

. Food

. Hospitality

. Education
PACK SIZES

STOCK CODE COLOR QTY/CASE INCLUDED DISPENSER

MNDSKSTAND Silver 1 WHB1LDS

FEATURES

For use with manual dispensers

Strong suction cup hold for use on countertops.

Easy to assemble with only three main parts (assembly tools
included)

Optional signage to customise the header with your message or
logos (template provided below)

SANITISE YOUR HANDS

SC Johnson

PROFESSIONAL.
A Family Company™

*Includes WHB1LDS Plain White Dispenser

CT Dispenser Stand
Dimensions

Sturdy metal construction

Durable coating to protect against wear & tear

Low profile base to maximize stability

Able to be fixed permanently to flat surfaces (hardware not included)
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Countertop Silver Dispenser Stand

DESIGN YOUR OWN HEADER TEMPLATE

PRINT AREA : 6.750” X 7.688”
TRIM/DIE SIZE: 6.500” X 7.438”
SUBSTRATE : 0.010” GLOSS LITHO STOCK




Countertop Silver Dispenser Stand

COUNTER SANITISING STATION
PART# MNDSKSTAND
ASSEMBLY INSTRUCTIONS

1. Position the base in the desired
location with the flange side up

HARDWARE BAG INCLUDES

and the suction cups down. Slide
the column over the base flange (4) #8-32
so the open face of the column is KEP NUTS
facing towards the back. Align
the four lower holes, insert four ? g
o 1/4"-20 machine screws into them
’ e and tighten fully using the hex 4)#8-32  (6)1/4"-20 ASSEMBLY
head assembly tool provided. ’\S?RCE’—\‘I:I'\S‘E ";‘QSE"\'/:I':E TOOLs
. 2. Attach the header by aligning
Q its two holes with the top two
HEX HEAD \“ holes on the back of the column.
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screws into them and tighten fully.
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3. Open the dispenser. Align
the top four holes on the
backplate with the top four
holes at the top of the column.
Insert four #8-32 machine
screws. From the back of the
unit, attach the #8-32 kep nuts
and hand tighten. Fully tighten
down using the phillips head
assembly tool provided.
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SC Johnson Professional Pty Ltd | T:+61 (0) 2 8763 1800
SC Johnson Professional NZ Limited | T: 0800 332 695
SC Johnson Professional Pte Ltd

SC Johnson Professional Sdn Bhd I T: (603) 2241 7700

WWW.SCjp.com

This information and all further technical advice is based upon our present knowledge and
experience. However, it implies no liability or other legal responsibility on our part, including
with regard to existing third party intellectual property rights, especially patent rights. In
particular, no warranty, whether express or implied, or guarantee of product properties in
the legal sense isintended or implied. We reserve the right to make any changes according
to technological progress or further developments.
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